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TECHNICAL DATA REPORT

THT/CL-40-4T-0.75-26º-F-400

 

Cased axial fans 400ºC/2h, 300ºC/2h and 200ºC/2h
Cased axial fans with short casing for working inside fire danger zones, 400ºC/2h. THT/ATEX: with ATEX
certification, category 3 Ex II3G. In accordance with Spanish Low Voltage Regulation Itc 29 ATEX for Zone 2 rated
car parks

Fan:
- Sheet steel long casing. THT/ATEX: with aluminium strip in the impeller area in accordance with Standard EN-
14986:2005
- Turnable impellers cast aluminium
- Approval according to Standard EN-12101-3-2002, certification No.: 0370-CPD-0305
- Airflow direction from motor to impeller

Motor:
- Class H motors, ongoing use S1 and emergency use S2, with ball bearings, IP55 protection, and one- or two-
speed depending on the model
- Three-phase 230/400V.-50Hz. (up to 4CV.) and 400/690V.-50Hz. (power over 4CV.)
- Max. air temperature to transport: S1 Service -20ºC+ 40ºC for ongoing use, S2 Service 200ºC/2h, 300ºC/2h,
400ºC/2h

Finish:
- Anticorrosive finish in polyester resin, polymerised at 190ºC., after alkaline degreasing and phosphate-free pre-
treatment

On request:
- Long-casing fans with inspection hatch
- 100% reversible impellers

CHARACTERISTIC CURVE AND ACOUSTICS AT 1.2KG/M³

Design Point
Q (m³/h) 2800
Ps (Pa) 95

Service Point (SP)
Q (m³/h) 2813.63
Ps (Pa) 95.93
Pd (Pa) 23.21
Pt (Pa) 119.14
Impeller (rpm) 1410
Blade Inclination (º) 26
Max. Temp. (ºC) 40
Air Speed (m/s) 6.22
Efficiency (%) 48.39
Absorbed Power (kW) * 0.19
Recommended Power
(kW) *

0.55

Selected Power (kW) * 0.55

(*) Power at shaft

Acoustics: Operation (SP), Inlet, 1.50 (m), 1 plane Band Lw dB(A) Lp dB(A)
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TECHNICAL DATA REPORT

TECHNICAL CHARACTERISTICS

Airflow maximum (m³/h) 4214
Speed (rpm) 1410
Approx. weight (kg) 28

 

MOTOR DATA

Power installed (kW) 0.55
Hz/phases 50/3
Motor (rpm) 1420
Poles 4
Max. current (A) 400 V Y 1.7
Max. current (A) 230 V D 2.9
Motor class F400_120m
Motor frame size 80

Data can change, please check motor plate

 

AVAILABLE ACCESSORIES

INT IAT CABLE
BOX

C2V AR RFT/RF
M

AET ACE
ACE/400

P-400 BAC PS RT

R/THT CENTRA
L CO

                   

It must be checked that the accessory is suitable for the fan model

DIMENSIONS

ØA ØB ØD E ØJ N
490 450 410 400 12 8x45º

Dimensions without explicitly defined units are shown in millimeters (mm)
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